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Improve Dryer Efficiency and Limit Re-Dry

The SWEED Refeeder accumulates excess veneer
stacks and redistributes sheets one at a time onto an
existing line.

Typically located on the outfeed of a veneer dryer,
downstream of the unloader prior to moisture detection,
SWEED’s re-entry system helps limit “re-dry” veneer from
going back through the dryer, and provides the essential
process of correctly detecting the moisture content of
otherwise unclassified veneer. The re-entry system is
used to simply fill gaps between sheets during standard
operations, or can be used to feed sheets to the stacker
infeed if the dryer is down. SWEED’s Refeeder delivers a

swift return on investment, as it positively effects various
processes required for manufacturing panels —veneer
drying, stacking and laying up.

CONSTRUCTION FEATURES PRODUCT SPECIFICATIONS
» Limits re-dry going through the dryer

» Improves dryer efficiency by rerouting Horsepower Varies Per Configuration
re-dry veneer

Speed Up to 36 SPM
» Up to 36 sheets per minute
» Customized and designed for unique Capacity 1Sheet/Feed
applications Material Veneer
» Designed for easy and efficient
maintenance access Air Requirements 60 psi
» Quality craftsmanship Positioning Limit Switch/Laser
» Made and supported in the USA
Operators Automated
Ship Weight 12,000 Ibs
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